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FLOW PRODUCFLOW PRODUCTS
Fittings - 

NYLON 6-6

Hose Fittings

BSPT Male Elbow Hose Connector
Cat. No. ID mm M (BSPT) L mm L1 mm Colour

12446944028 4 1/8" 26.7 24.1  Blue
12446944048 4 ¼" 26.7 27.2

12446945028 5 1/8" 31.8 26.8

12446945048 5 ¼" 32.0 29.8

12446945088 5 ½" 31.8 33.0

12446946028 6 1/8" 35.5 27.3

12446946048 6 ¼" 35.5 29.8

12446946068 6 3/8" 35.5 30.0

12446946088 6 ½" 35.5 33.7

12446948028 8 1/8" 41.5 30.4

12446948048 8 ¼" 41.5 32.8

12446948068 8 3/8" 41.5 32.8

12446948088 8 ½" 41.5 36.8

12446950048 10 ¼" 45.5 33.9

12446950068 10 3/8" 45.5 34.1

12446950088 10 ½" 45.5 37.8

12446950128 10 ¾" 45.5 38.9

12446952048 12 ¼" 48.7 35.0

12446952068 12 3/8" 48.7 35.3

12446952088 12 ½" 48.7 39.0

12446952128 12 ¾" 48.7 39.7

12446954068 14 3/8" 51.4 38.5

12446954088 14 ½" 51.4 42.3

12446954128 14 ¾" 51.4 43.3

12446956088 16 ½" 53.7 44.9

12446956128 16 ¾" 53.7 46.0

12446959088 19 ½" 56.0 46.4

12446959128 19 ¾" 56.4 47.5

Note: Packing 25 unit
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NPT Male Elbow Hose Connector
Cat. No. ID inch M (NPT) L mm L1 mm Colour

12256902023 5/32" 1/8" 25.7 26.0  Grey
12256902043 5/32" ¼" 25.9 31.1

12256903023 3/16" 1/8" 31.8 28.6

12256903043 3/16" ¼" 33.4 31.8

12256903083 3/16" ½" 41.8 31.8

12256904023 ¼" 1/8" 35.4 29.0

12256904043 ¼" ¼" 35.5 33.7

12256904063 ¼" 3/8" 35.5 33.8

12256904083 ¼" ½" 42.2 35.5

12256905023 5/16" 1/8" 41.5 32.1

12256905043 5/16" ¼" 41.2 36.7

12256905063 5/16" 3/8" 41.5 36.6

12256905083 5/16" ½" 41.5 43.1

12256906043 3/8" ¼" 45.4 37.7

12256906063 3/8" 3/8" 45.3 37.5

12256906083 3/8" ½" 45.4 44.4

12256906123 3/8" ¾" 45.4 44.0

12256908043 ½" ¼" 48.6 39.0

12256908063 ½" 3/8" 48.3 28.6

12256908083 ½" ½" 48.7 45.2

12256908123 ½" ¾" 48.7 45.2

12256909063 9/16" 3/8" 51.4 42.2

12256909083 9/16" ½" 51.4 48.6

12256909123 9/16" ¾" 51.5 48.5

12256910083 5/8" ½" 53.8 51.5

12256910123 5/8" ¾" 53.8 51.4

12256912083 ¾" ½" 56.6 52.8

12256912123 ¾" ¾" 56.2 53.0

Note: Packing 25 unit
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Working pressure 
Up to 14 BAR
(200 psi) at 20 ºC

Temperature 
-20 ºC - 110 ºC
(subject to application)

Fittings' dimensions 
refer to tube ID or OD, with respect to 
the common application.


